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MUNICIPAL ORDINANCES, RULES, AND REGULATIONS PER- 
TAINING TO PUBLIC HEALTH. 



TACOMA, WASH. 
Plague— Prevention of— Rat-Proofing of Buildings. (Ord. 6083, Apr. 7, 1915.) 

Section 1. The foundation walls of all buildings hereafter erected, built less than 
18 inches above the level of the ground at all points, shall be of concrete or of brick 
or Btone laid in cement or mortar, or of some other equally good rat-proofing material. 
The ■walls, if constructed of concrete, shall not be les3 than 6 inches thick, and if con- 
structed of brick or stone not loss than 8 inches thick. Such walls shall extend 
around the entire area to be occupied by the building and below the surface of the 
ground to a depth of at least 18 inches. The full floor area under such buildings 
must be covered by concrete not less than 3 inches thick. If it is proposed to place 
flooring over any concrete floor area and not in direct contact therewith, such flooring 
shall be double, with wire netting of such form and quality as may be required by 
the building inspector between the two layers, and any such double floor shall be 
constructed throughout of tongued-and-grooved lumber, and the wire netting above 
specified shall be extended upon the walls not less than 18 inches: Provided, That if 
these is no dead space between the wooden floor and the concrete layer, such flooring 
may consist of a single layer. 

Sec. 2. This ordinance shall apply only in that part of the city of Tacoma lying 
north and east of the following described line, to wit: 

[The names of the streets arc given in the ordinance.] 

Sec. 3. No permit shall be issued by the building inspector of the city of Tacoma 
for the construction of any building or for the alteration or repair of any building 
within said district unless provision shall have been made in the plans for the con- 
struction, alteration, or repair of said building for the proper rat-proofing of the same 
as provided in this ordinance: Provided, however, That whenever the cost of such 
alterations or repairs shall be less than 40 per cent of the cost of the building being 
altered or repaired, such provision in said plans may be waived by the building 
inspector when in his opinion the same is unnecessary or impracticable: And pro- 
vided further, That this ordinance shall not apply to buildings used exclusively as 
garages. 

Sec. 4. Any person, firm, or corporation violating any of the provisions of this 
ordinance shall, upon conviction thereof, be fined in any sum not exceeding $100. 
97 (1425) 

X 



